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Model 605
General Purpose
ADTs

The Model 0605 is an absolute rotary position transducer based

upon differential capacitance.  It has been designed to provide a

simple means of inputting angular position into analog or digital

systems.  Internal voltage regulation along with a factory set

full scale output allows the direct interchanging of units without

system recalibration.  The Model 0605 allows great flexibility

in supporting individual customer’s requirements.  With eight

different full scale ranges from 12� to 300�, five different outputs,

termination choices, and other options, there are over 640

available versions of this design.  For each range the user can be

supplied with one of five  specified outputs.  For unique

applications, when the normal configurations  are not suitable,

custom ranges or outputs can be specified.

• Ranges from 12º to 300º

• Non-linearity < 0.25%

• 3 KHz Frequency Response

• DC Voltage/4-20 mA Output

MECHANICAL SPECIFICATIONS

TEMPERATURE SPECIFICATIONS

ELECTRICAL SPECIFICATIONS

KEY FEATURES

PERFORMANCE SPECIFICATIONS
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Notes:

1. Direction of rotation which produces a more

positive output voltage, as viewed from the

shaft end.

2. The extended temperature range option is not

available on units with over 120 degrees of

rotation.

3. Consult the factory for additional options.

4. 4-20 mA option is not available on units with

over 120 degrees of rotation. Temperature

range is +32�F to +158�F only.

ORDERING INFORMATION

DIMENSIONAL DRAWING

5 Pin Connector

Mating Connector

8-32 Thd x .375 (9.52) Deep

3 holes eq. spaced

on a 1.100 (27.9) ±.005 (.13) Dia. B.C.

.050 ±.005

.1871 ±.0001
(4.75 ±.003)

.7492 ±.0003
(19.03 ±.008)

.100 ±.005
(2.54 ±.127)

TRANS-TEK P/N

C003-00072.8 (71.1)
Max.

3.4 (86.4)
Max.

5.1 (130) Max.

MS-3101A-14S-5P Style

.100 ±.01
(2.54 ±.254)

1.36 ±.01
(34.5 ±.25)

1.49 ±.01
(37.8 ±.25)

.73 (18.5)

±.03 (.76)

to remove
connector)

(Add .6 (15.2)

.6 (15.2) Min.

3.3
(83.8)
Min.

Connector
Option

Cable

Option
15 ft. (4.57 meters) Nom.

#22 AWG

+V in

Power Ground

-V in

Signal

Signal Ground

A

B*

C

D

E*

Red

Green*

Black

White

Shield*

* Internally connected to shaft

Cable

Color

Connector

Pin out

Electrical

Function

All Dimensions in Inches (mm)

Transducer is midway through

stroke when these flats are

aligned.

Supplied


